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Slim Raised Vent/
Preference™ Range

COMBINATION INSTALLATIONS

27 13/16"
(706mm)

29 1/4" (743mm)13/32" (10mm)
30 1/16" (764mm)

Countertop overhangs cabinet
6" (152mm) Min.
to combustible side
walls above the range
(both sides)

Vertical
non-combustible
surface rear wall

3/4" (19mm)
Max. backsplash

1/4" (6mm)
Min. flat ledge

13/16" (21mm)

23 3/16"
(589mm)

27 7/8" (708mm)

2 13/16"
(71mm)

erv/prv30 with preference™ 30” Range
slide-in, self-rimming installation with side panels and backguard removed

(Top View)

27 13/16"
(706mm)

29 1/4" (743mm)13/32" (10mm)
30 1/16" (764mm)

Countertop overhangs cabinet
6" (152mm) Min.
to combustible side
walls above the range
(both sides)

27 7/8" (708mm)

4 1/4" 
(108mm)

Backsplash
Max. 3/4" (19mm)

1/4" (6mm)
Min. flat ledge

Vertical
non-combustible
surface rear wall

19 3/4”
(502mm)

2 13/16"
(71mm)

erv/prv30 with preference™ 30” range
slide-in, self-rimming installation using 3” side panels, backguard removed

(Top View)
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